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REV. DESCRIPTION DESIGN APPROVAL DATE
Technical requirement £i RS : A NEW Hongmei BG YANG 2015.07.30
1. Electrical Characteristics Teste8 M AEF TG
1.1 Products 100% for electrical test.jikih100% B, -
1.2 Insulation resistance: Less than 100M Q2 of 500V DC/0.4S . ] 1 ] 2
AR T B E T 100MQ 500V DCOAFDS - — —
1.3 Dielectric strength [fif BB \Y/2000450

1.3.1 Between two conductors 15002V AC for1.0s Trip current 1.0mA max.
Sk 5 52 315007V AC /17D, )% 1.0mA (max).
1.3.2 Between conductor and body 4000*0200\/ AC for 1.0s -
Trip current 1.0mA max.
SRS AL Z 814000720V AC /17D, IR FE T 1.0mA (max).
2. Mechanical Characteristics Test f/lA:AERE 36
2.1. Withdrawal force $&H /7
2.1.1 For checking each PIN independently from the standard-
gauge below 1.5N(Min) Keep for 3S or more.
A RN R RS LR PIN CrFF ST i/ N LANGRFF 3R LA E.
2.1.2 For checking Integral withdrawal force SON(Max) from maximum
standard gauge b E MG A EEEEIH ST SONGEK).
3. Finished product conditions ViR
3.1 The attachment plug front show the test mark of "T".
e A AR T -
3.2 The dimension with "\%" must be control and inspected importantly.
YRS BB BRI
3.3 material and product comply with Doc No."QW-Q-043" { material-
and product- of restricted substance control specification.
Ptel B b URF & QW-Q-043 (TS kSR I B BRI )
4, Standards FrAE
4.1 The cord shall comply with UL62 and C22.2 No. 49 444 75&UL62
and C22.2 No. 49.
4.2 The molded plug shall comply with UL498,UL817 F1C22.2 No. 21 .3
SKFFEUL498,ULS17 F1C22.2 No. 21.
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Plug type:
A12-0013-AC2

@ Marking * (UL) E325848 SPT-2 VW-1 60°C 300V 2x0.824mm*(18AWG) .....CSA

246445 SPT-2 FT1 60°C 300V 2x0.824mm*(18AWG) ASAP

Connector NO.:
A12-0015-AC2

Conductor: 18AWG
3,078

Jacket: PVC Black
0D:3.5%6.9£0.15mm
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4.3 The molded connector shall comply with UL817,C22.2 No.21F1C22.2 M.6max =F
3 LRAA AL
No. 182.3. #8154 UL817,C22.2 No.21#1C22.2 No. 182.3. Marking details J1 see the second page Marking details 12 se6 the second page
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TIE Black PE tie meeting RoHS. 1 pcs [XE Xt P / N . 4 2 O 5 5 4

@ SLEEVE PE ,Protecting sleeve for plug. 1 PCS Xt X+ M

. XX+ XXt

® PLASTIC 55P black PVC pellets meeting RoHS and UL94V-0 . KG XXXE XL PART NO: TITLE:

®  HOUSING Housing of C7, PBT material.black. 1 PCS [UNITS o L8CAC055-QT-N UL 2P to C7 L2.0M Black

@ TERMINAL O type terminal size:0.4x26.4x13.0, Phosphor broonze. 2 PCS

N _ THESE DRAWINGS AND SPECIFICATIONS | APPD: Baogen Yang DWG NO:

©) HOLDER Holder for UL 1-15P plug ,white. 1 PCS | ARE THE PROPERTY OF LUXSHARE-ICT L8CACO055-QT-N

@ BLADE UL pulg blades of non-polarity,brass,nickel-plated. 2 PCS gggég%; gggg 'IENR/E;YR 3233:2’ CHKD: Guangren Ouyang

(D POWER CORD | SPT-2 IBAWGX2C 60°C black OD:3.5%6.9%0.15mm. NA_| MM gEiareer o S RAW: Hongmel [l (&) |SSALE |SHEET [REV.
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J1 Marking 12 Ma;liilg B
T] e g T2 tREs
Xt X.°+ ] -
e s P/N:42 0554
XX+ XX°t _
XXX+ XXX+ PART NO: TITLE:
UNITS - L8CAC055-QT-N UL 2P to C7 L2.0M Black
B y DWG NO:
T e e A ons | APPD: Pacgen Tane L8CACO055-QT-N A
AND SHALL NOT BE REPRODUCED.
’ CHKD: Guangren Ouyang
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